
Features Benefits

Double Acting Applications Flexibility with Both Extension & Retraction

100% Pressure Tested Guaranteed Safe & Fully Operational

2” to 4” Bore Sizes Balance High-Force Capability with Compact Design

8” to 36” Stroke Sizes Versatility & Balance Between Length, Stability, & Power

All Seals Manufactured to U.S. Specification Compatibility & Quality Control Across the U.S.

Hard Chrome Plated Rods Protection Against Friction & Wear

Tie-Rod Cylinders
3000 PSI

Welded Cylinders
3000 PSI

A SHURCO       BRAND
Ⓡ

Hydraulic cylinders

Tie Rod & Welded Cylinders
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Catalogs

Tie Rod Cylinders
Part Number Bore Stroke Mounts Rod Retracted Extended Ports Pin Diameter Weight
TR30-2008 2” 8” Clevis 1-1/8” 18-1/4” 26-1/4” SAE 8 1” 18.3 lbs
TR30-2020 2” 20” Clevis 1-1/8” 30-1/4” 50-1/4” SAE 8 1” 28 lbs
TR30-2024 2” 24” Clevis 1-1/8” 34-1/4” 58-1/4” SAE 8 1” 32.0 lbs
TR30-2510 2.5” 10” Clevis 1-1/8” 20-1/4” 30-1/4” SAE 8 1” 22.0 lbs
TR30-2520 2.5” 20” Clevis 1-1/4” 30-1/4” 50-1/4” SAE 8 1” 32.3 lbs
TR30-3006 3” 6” Clevis 1-1/4” 16-1/4” 22-1/4” SAE 8 1” 23.0 lbs
TR30-3008 3” 8” Clevis 1-1/4” 18-1/4” 26-1/4” SAE 8 1” 26.5 lbs
TR30-3010 3” 10” Clevis 1-1/4” 20-1/4” 30-1/4” SAE 8 1” 30.2 lbs
TR30-3012 3” 12” Clevis 1-1/4” 22-1/4” 34-1/4” SAE 8 1” 32.4 lbs
TR30-3510 3.5” 10” Clevis 1-1/2” 20-1/4” 30-1/4” SAE 8 1” 36.0 lbs
TR30-3518 3.5” 18” Clevis 1-1/2” 28-1/4” 43-1/4” SAE 8 1” 51.0 lbs
TR30-3524 3.5” 24” Clevis 1-1/2” 34-1/4” 58-1/4” SAE 8 1” 53.1 lbs
TR30-3530 3.5” 30” Clevis 1-1/2” 40-1/4” 70-1/4” SAE 8 1” 62.4 lbs
TR30-3536 3.5” 36” Clevis 1-1/2” 46-1/4” 82-1/4” SAE 8 1” 70.5 lbs
TR30-4024 4” 24” Clevis 2” 34-1/4” 58-1/4” SAE 8 1” 79 lbs

Welded Cylinders
Part Number Bore Stroke Mounts Rod Retracted Extended Ports Pin Diameter Weight
WC30-3524 3-1/2” 24” Clevis 1-3/4” 34-1/4” 58-1/4” SAE 8 1” 59.0 lbs
WC30-4024 4” 24” Clevis 1-3/4” 34-1/4” 58-1/4” SAE 8 1” 71.0 lbs


